
table saw with 2 table extensions
• Aluminum table and sliding extensions
• Reversible locking fence on the left or on the right of the table
• Adjustable angle guide
• Tilting blade from 0° to 45°
• Working high : 865 mm
• Powerful 1800 W motor
• No volt release switch
• Light and resistant structure
• Pushing stick for safety use with storage
• High  adjusting blade system.
• Thermal protection (automatic shutdown in case of overheating).
• Nozzle for dust extraction: 36 mm diameter
• Powerful 1800 W.
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sCie De tAbLe AveC 2 exteNsioNs 
rétrACtAbLes eN ALUmiNiUm 
• Les rallonges aluminium coulissantes sont réglables.
• Table et extensions profilées aluminium
• Lame de 254 mm, alésage de 30 mm, 
2,8 mm d’épaisseur, 36 dents.
• Hauteur de travail : 865 mm
• Interrupteur à manque de tension
• Le guide parallèle à verrouillage rapide 
se positionne à droite ou à gauche de la lame.
• Le guide d’angle permet les découpes 
selon l’angle choisi et se positionne 
à droite ou à gauche de la lame.
• Le levier d’inclinaison permet un réglage 
fin de l’inclinaison de la lame jusqu’à 45°
• Hausse de la lame réglable.
• Protection thermique (arrêt automatique en cas de surchauffe).
• Buse d’extraction pour les poussières : diamètre 36 mm
• Bâton poussoir avec rangement.
• Moteur puissant de 1800 W.
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 Lames / saw blades
référence Ø mm DeNts

teeth

801340 254 30

801341 254 40

801343 254 60

801344 254 80




